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MC240@user
$ sys

============================================

# Board version:        'v6+'
Flash: Manuf.ID 0001, Dev.ID 22F9 : AM29LV320B (32 M, bottom boot sect)
# Software Version: 5.02.58. Build: 08/04/2014 19:44:17

System state:   05
Uptime:                 1 day 19 h. 45m. 22s
Billing time:   156709
Free heap:      6180136 bytes
Restart count:  33554665 times
Monitoring level:       off (0,0)
  Task:            9
  CPU usage:       12 %
  Context switch:  522 (per sec)
  Slow  task:      75
  Route task:      0
  Timer task:      0
  Console Id:      0
  Console Mode:    Admin

# Sync source:  'LOCAL'
#      Hardware FLOCK pin: 0
#      Software Lock:   n, change time 0, uptime 157521

# Switch err:   0

# Dsp Irq:      0
# Dsp:          State=1. Check=1431962. TotalLoad=1, FailLoad=0, FailStart=0, In
trLost=0, IntrCount=0
                Wdog1=0, Wdog2=0, Wdog3=0, LineChk=0, ToutChk=0, Other=0
                Load: 38.3 mks

Voltage:
        [ADC0] '  +5V'     5.2 (0CA7)
        [ADC1] ' -24V'   -24.9 (031B)
        [ADC2] ' +5VA'     5.2 (0CB5)
        [ADC3] ' +60V'    67.8 (0C75)
        [ADC4] '  -5V'    -5.0 (0310)
        [ADC5] ' -60V'   -66.5 (0306)
        [ADC6] ' +12V'    11.7 (0B46)
        [ADC7] ' ~RNG'     7.2 (000B)
UPS: no reply

[FAT]   ()      Err_err=0, Err_rdy=0, Err_drq=0
                no one open files
[LAPM]          Not active
[LAPM/L1SIO]    State <Not active>
                Tx 0. Rx Ok=0. Rx Err: o-run=0, parity=0, frame=0
[LAPM/L1NET]    State <Not active>

LVDS:   Ext.SYN=0F. RL=0F. XL=0F.  Shelf 1: IDLE, 2: IDLE, 3: IDLE, 4: IDLE
[ETH]   Link Down
[SNTP]  Not configured
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